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MODE SEL.

PWR.

24 VAC

'HOT' 'COM'

INPUT
0-10 VDC

OVERRIDE
STATUS * J1   J4 NO/NC CONTACT CONFIGURATION

(FACTORY SET FOR NORMALLY OPEN)

J5 MODE SELECTOR JUMPER
'ON' (JUMPER APPLIED) - UNIVERSAL SEQUENCER
'OFF' (JUMPER REMOVED) - SIMPLE SEQUENCER

L1 - L4 OUTPUT STATUS INDICATORS
L5  POWER 'ON' INDICATOR
L6 'NON-AUTO' H-O-A INDICATOR

SIMPLE SEQUENCER MODE:

CH4 IS "ON" @2.5V
CH3 IS "ON" @5.0V
CH2 IS "ON" @7.5V
CH1 IS "ON" @10.0V

UNIVERSAL SEQUENCER MODE (SAME AS FOR GIC36):

OUTPUT = 4.0V*CH1 + 2.0V*CH2 + 1.0v*CH3 + 0.5V*CH4 + 0.25V

NOTE: OVERRIDE STATUS OUTPUT (OPEN COLLECTOR OPTO)
IS "OFF" ONLY WHEN  ALL H-O-A SWITCHES ARE IN 'AUTO' POSITION.

J5 STAT.OUT


